TEST STATION
SEE DETAIL CC-3, SHEET 2.
CONCRETE PAD

PRt
TEST STATION
SEE DETAIL CC—3, SHEET 2. — e
! STATION DESIGNATION COLOR/AWG DESCRIPTION
f 1 A-1 WHITE #12 PIPE/THWN
FINISHED GRADE g 2 A-2 BLACK #12 PIPE/THWN
3 B—1 BLACK #8 ANODE HEADER CABLE
A2 — ANODE SPLICE KIT A2 // \\
TO HEADER CABLE :
A1 B1 SEE DETAIL CC—4, SHEET 2. B1 Al NOTE:
A1 .01 OHN SHUNT BETWEEN TEST STATION
THERMITE WELD (TYP.) TERMINAL 1=3 (A—1-B—1)
| ggg E?E;AIL cc-1, | ) 81
( & / . P £ ) . i (% ' ~ DETAIL CC—9: TYPICAL TD TERMINAL WIRING
ln__k_i A »_1/ e T ]K—i A, A2 B2 NOT TO SCALE
(20’) (20,) |
TYP. TYP. THERMITE WELD (TYP.)
FORCE MA'N'\ SEE DETAIL CC—1, SHEET 5.
e Fe—— &@ @2
4
[ 8 B ©
. \ QO O,
; — 127 = STEEL CASING
NOTE: INSTALL PREPACKAGED 32LB MAGNESIUM ANODES
SEE DETAIL CC—6, SHEET 2 FOR PLACEMENT OF ANODES TEST WIRE
SEE DETAIL CC-9, THIS SHEET FOR WIRING DETAIL HOTE: ‘ STATION DESIGNATION COLOR/AWG DESCRIPTION
SEE SHEET 1 FOR LOCATIONS SEE DETAIL CC—10, THIS SHEET FOR WIRING DETAIL '
SEE SHEET 1 FOR LOCATIONS 1 A—1 WHITE #12 PIPE/THWN
2 A-2 ~ WHITE #12 PIPE/THWN
| 3 B—1 BLACK #12 CASING
DETAIL CC—7: TYPE TD TEST STATION 4 B2 BLACK #12 CASING
NOT TO SCALE
| DETAIL CC—8: TYPE CS CASING TEST STATION
NOT TO SCALE
DETAIL CC—10: TYPICAL CS TERMINAL WIRING
NOT TO SCALE '
POURED CONCRETE PAD —[*
. TERMINAL BOX AND COVER
{ L OR VALVE BOX AND COVER
EXISTING PiPELiNE—\
POLYETHYLENE MESH WEBBING PAD ;_. ~
(CENTER ON CROSSING) CORROSION CONTROL TEST STATION SCHEDULE
‘™~ v < SHEET APPROXIMATE TEST TEST NO. OF NO. OF
A NUMBER WATER MAIN STATION STATION PREPACKAGED TEST STATION
- STATION TYPE DETAIL ‘IMAGNESIUM ANODES BOXES
<
6” 6” = 1’0" 1 0+25 cs cc-8 0 1
73] -
Q 1 2+35 cs cc-8 0 1
PLAN 1 1+00 TO 3+00 ’ ™ cC~-7 11 2
TERMINAL BOX AND COVER 1 9+00 TO 11400 || D cc-7 1o 2
OR VALVE BOX AND COVER
a 1'-0" 1 14+10 CS CcC-8 0 1
FINISHED GRADE 1 P e cos 5 ;
8 L ] -
\- —/ ™ = . 44.\_‘_ ANNZ NN 1 16+05 TO 18+05|| 10 cc-7 11 2
PIPELINE ”’g R . 1 24+00 TO 26+00(| TD cc-7 11 2
NON—METALLIC TAPE \ TOTALS 44 12
POURED CONCRETE PAD
NOTE:
USE ONLY WHEN PIPES ARE LESS THAN 12” APART. DETAIL CC—13: TEST STATION SCHEDULE
ELEVATION
DETAIL CC—11: SEPARATOR TO AVOID NOTES:
ELECTRICAL CONTACT 1. CONCRETE PADS FOR WATER MAIN VALVE AND TERMINAL BOX ARE TO BE INSTALLED
NOT 70 SCALE USING REQUIREMENTS FOR CLASS "D” CONCRETE (2000 PSI).
2. VALVE BOX CONCRETE PAD TO BE INSTALLED ON ALL VALVES IN NON—PAVED AREAS.
DETAIL CC—12: TEST STATION AND VALVE BOX CONCRETE PAD
NOT TO SCALE
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